
  VP1011 Datasheet 

 
VP1011 street light  

Use for: Street, road and training route lighting. 

Installation: Pole or arm.

Colour control: VP1011 is an energy efficient and intelligent LED street luminaire developed for 
street, road and training route lighting. The LED luminaire is designed to replace 125W and 250W 
mercury vapour luminaires but it also suites for new installations.

VP1011 is available with default power and customer order power (PROG). Optional DALI or 
dynadimmer available. VP1011i include wireless control system capability through integrated Zhaga 
socket.

The cost efficiency of the VP1011 street luminaire arises from high quality materials, high luminous 
efficiency and virtually non-existent maintenance costs. Surge protector available as accessory.

Technical Properties

Standard:

Options:

VP1011 22W 40W 75W 100W 150W

Input power (W) 22 40 75 100 150

Useful quantity of light (lm) at 

max. power

2 900 5 200 9 800 13 000 19 500

Power ratio According to standard EN 61000-3-2

Operating temperature (°C) -40…+55

Weight (kg) ~6,5

Materials Painted (stoved) aluminium casting and arm bracket, polycarbonate or hardened glass

Fastening Ø 42 - 60 mm pole or shaft

Tilt angle 0°,  ± 5°,  ± 10°,  ± 15°

LED lumen maintenance CLO Typically less than 10%/100 000 h
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